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Automotive & Transportation Market Applications
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RELAYS OVERVIEW

Terminals CoilRelay Type Contacts Switching current (A)

PCB-TH PLUG INPCB-SMD OTHER

HR-AMR-Y

HR-AMR-T

R501

R502

R502P

R503

R504

R424

R4121

F3-V23132

DC AC 1500 2010 6040 80 1001A 1B 1C 1U 1V 1W 

HR-AMR-Y HR-AMR-T

R501 R502

R502P R503

R4121 F3-V23132

R504

Switching Capacity (Max) 

Standard Coil Voltage

Switching  Voltage (Max)

Switching Current (Max)

Switching Capacity (Max) 

Standard Coil Voltage

Switching  Voltage (Max)

Switching Current (Max)

Switching Capacity (Max) 

Standard Coil Voltage

Switching  Voltage (Max)

Switching Current (Max)

Switching Capacity (Max) 

Standard Coil Voltage

Switching  Voltage (Max)

Switching Current (Max)

Switching Capacity (Max) 

Standard Coil Voltage

Switching  Voltage (Max)

Switching Current (Max)

Switching Capacity (Max) 

Standard Coil Voltage

Switching  Voltage (Max)

Switching Current (Max)

Switching Capacity (Max) 

Standard Coil Voltage

Switching  Voltage (Max)

Switching Current (Max)

Switching Capacity (Max) 

Standard Coil Voltage

Switching  Voltage (Max)

Switching Current (Max)

Switching Capacity (Max) 

Standard Coil Voltage

Switching  Voltage (Max)

Switching Current (Max)

Switching Capacity (Max) 

Standard Coil Voltage

Switching  Voltage (Max)

Switching Current (Max)

280 W

280 W

1800 W

420 W

560 W

630 W

1120 W

490 W

2770 VA

6/12/24 

12/24 

10/12/24

12/24 12/24

75 Vdc

42 Vdc

75 Vdc

24Vdc

14 Vdc

75 Vdc

75 Vdc

75 Vdc

280 Vac

Depends
on load 

parameters

20 A

20 A

150 A

30 A

40 A

45 A

80 A

35 A

12 A

150 A

R424

6/9/12/18/24

6/9/12/24 6/12/24 

6/12/24 

3/5/6/9
12/24/48 

-



www.fitrecomponenti.it

FITRE’S QUALITY SYSTEM IS ISO 9001 CERTIFIED www.fitrecomponenti.itI 
d

a
ti 

ri
p
o
rt

a
ti 

in
 q

u
e
st

a
 p

u
b
b
lic

a
zi

o
n
e
 n

o
n
 s

o
n
o
 im

p
e
g
n
a
tiv

i e
 p

o
ss

o
n
o
 v

e
n
ir
e
 m

o
d
ifi

ca
ti 

se
n
za

 p
re

a
vv

is
o
. 

T
h
e
 in

fo
rm

a
tio

n
 c

o
n
ta

in
e
d
 in

 t
h
is

 p
u
b
lic

a
tio

n
 a

re
 n

o
t 
b
in

d
in

g
 a

n
d
 a

re
 s

u
b
je

ct
 t
o
 c

h
a
n
g
e
 w

ith
o
u
t 

n
o
tic

e
.

FLUID LEVEL SENSOR AND FLOATS

NO

NC

M10x1

Multilivello

MAX

MIN

LV.1

LV.2

Single level Multi level 

Ø 25.0 Ø 25.0 Ø 25.0 Ø 25.0 Ø 25.0 Ø 25.0 Ø 25.0Ø 25.0

3
0
.0

Ø 25.0

1
6
.0

1
9
.0

NO

NC

M8x1.25
4
0
.5

1
6
.0

1
7
.5

NO

NC

5
0
.0

M10x1

NO

NC

2
2
.0

NO

NC

NO

NC

NO

NC

MAX

MIN

NC

NO

NC

NO

NC

2
2
.0

7
7
.0

1
6
.0

2
2
.0

9
7
.0

1
6
.0

2
2
.0

1
1

5
.0

 -
 1

4
4

.0

1
6
.0

NC NC

7
7
.0

1
6
.0

2
2
.0

9
7
.0

1
6
.0

2
2
.0

9
7
.0

1
6
.0

2
2
.0

NO

M10x1

1
6
.0

M10x1 M10x1

SML30V SML40V SML50V SML77V SML120V-150VSML97V SML97V2 SML97V22

M18x1.5M10x1

Multi level 

SML77V2

Stainless steel single level 

5
0
.0

1
6
.0

Ø 37.0

NO

NC

M10x1

4
5
.0

1
5
.0

2
8
.0

NO

NC

1/4 ‘‘ PF 1/8 ‘‘ PF

SMLX45VXSML150VXSML50VX

SMLH83B SMLH60B

Horizontal level sensor  

Ø 28

Ø 22.0

Ø 10.5

1
5

.0

Ø 30.0

Ø 12

4
4

.0

Ø 24.0

Ø 9.0

1
6

.0

Ø 25.0

1
8

.0Ø 8.6

Ø 28.0

Ø 11

1
6

.0

Ø 25.0

Ø 9.0

1
6

.0 Ø 8.6

Ø 40.0

1
6

.0 Ø 16

Ø 40.0

2
1

.0

GCL

Floats for level sensors - Stainless steel cylindrical floats 

Ø 28.0 Ø 37.0 Ø 45.0 Ø 40.0

2
8

.0

Ø
 9

.0

1
6

.0

Ø
 9

.0

5
2

.0

Ø
 1

5.
0

Ø
 1

5.
0

3
5

.0

Ø
 1

5.
0

Ø 52.0

5
0

.0

GCLX GSX

Floats for level sensors - Cylindrical floats  

Ø 20.0

Ø 17.0

M28x1

M10x1

1
4
.5

Threadned adapter

N-001
NO

NC

NC

NO

To reverse the NC contact to NA
just remove the lower stop ring

and overturn the float

5935054

Threadned 
adapter 

from M10x1 
to M28x1

Water, Oils, Acids, Fuels, Petrol

 AISI 304 o 316

Natural

-40 C° +125 C°

Use

Material

Color

Operating Temp.

 Ferrite Magnets

Note: 
For further information and float usage 
with our sensors, please contact our sales office

Note: 
For further information and float usage 
with our sensors, please contact our sales office

 PP, PA6, NBR

Black,White, more 

-20 C° +80 C°

Use

Material

Color

Operating Temp.

 Ferrite Magnets

Water, Oils, Acids, Fuels, Petrol

Reed N.O/ N.C (SPDT)

Min 10/ Max 70

Min 100 / Max 400

Min 100 / Max 400

Min 0.5 / Max 2.0

Min 1.0 / Max 3.0

Min 150 / Max 1300

-20 C° + 100 C°

Use

Bodies

Floats

[1]Type of contact 

Max switching Capacity (W/VA)

Max switching Voltage (Vac)

Max switching Voltage (Vdc)

Max switching Current (A)

Breakdown voltage (Vdc)

Carrying current

Working Temperature 

PA66, PP, POM, AISI 304 o 316       

For customized version (material, cable length, connection wires with 
or without connectors, other electrical features ) contact our sales office 

[1] Sensors are available also with change-over contatcts. 
Please contact our customer service for further information

Washer Fluids, Water, Oils, Acids, Fuels, Petrol

 PP, PA6, AISI 304 o 316, NBR       

82
60

29

4
5

22

3
7

NC

92.5

60.5

31.5

32

NC

M10x1

M16x2
NO

NO

92
29 63

10

18.5

NC

3
5

NO

90 346 056

NBRPP PA6 PP PA6 PP PA6 PP PA6 PP PA6 PP PA6 PP PA6

M10x1 M10x1 M10x1
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MAGNETIC POSITION SENSOR

Cylindrical sensors 

SMP6C SMP6G SMP6L SMP7C SMP10C

Ø 6.0

2.0

11
.0

3
8
.0

Ø 5.8

3
8
.0

3
3
.0

Ø7.0

Ø6.0
Ø 5.8

2
7
.0

1
.8

Ø 3.7

MADE IN ITALY

Ø 15

Ø 9.5

 Threadned sensors 

SMP8M SMP10M

4
6
.0

M10

Brass

M8x1.25

4
.0

1
0
.0

1
9
.0

Ch.13

D
a

d
o

 M
8

x
1

.2
C

h
.1

3

3
0
.0

Rectangular sensors 

SMP10B SMP13B SMP14BL SMP14BR

PA66,ABS,BRASS

Reed N.O/ N.C (SPDT)

Min 10/ Max 70

Min 100 / Max 400

Min 100 / Max 400

Min 0.5 / Max 2.0

Min 1.0 / Max 3.0

Min 150 / Max 1300

-20 C° + 100 C°

Body

[1]Type of contact 

Max switching Capacity (W/VA)

Max switching Voltage (Vac)

Max switching Voltage (Vdc)

Max switching Current (A)

Breakdown voltage (Vdc)

Carrying current

Working Temperature 

For customized version (material, cable length, connection wires with or without connectors, other 
electrical features ) contact our sales office 

[1] Sensors are available also with change over contatcts. Please contact our customer service for 
further information

3
7
.0

6.5

10.0

6.5

3
6

.0

 
2
9
.0

Ø2.5

3
5
.0

13.0

8
.0

8
.0

3
.0

Ø 4.0

2
0

.0

 
2
8
.0

Ø 3.1
 5.9

1
4
.0

4
.0

 13.9

5
.0

 
2
8
.0

Ø 3.1
 5.9

1
4
.0

4
.0

 13.9

5
.0

MP14B

Magnet Holders  

MP10C

 Example of avaliable connections

MP13B MP10C

 
2
3
.0

Ø 3.1

1
4
.0

4
.0

 13.9

Ø 9.5

2
6
.5

3
8
.0

13.0

8
.0

Ø 4.0

8
.0

2
0
.0

MADE IN ITALY

Ø 15
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Sede di Milano

Filiale di Roma

Filiale di Venezia - Mestre
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